Wrapped profiles for interior design

ODepro

ROFILES

DECLARATION OF PERFORMANCE

nr. DOP: DOP2019-00012

Unique identification code of the product-type
Tread wrapped with finish foil

Type, batch or serial number or any other element allowing identification of the product
Tread

Intended use of the product in accordance with the applicable harmonised technical specification
Internal use as non-structural component in dry conditions

Name, registered trade name or registered trade mark and contact address of the manufacturer
Depro profiles

Kazerneweg 10

7780 Komen

Belgie

Declared performance according to
NEN-EN 13986:2004+A1 Wood-based panels for use in construction
System or systems of assessment and verification of constancy of performance of the product

system 3 (WOOD.be / Centexbel)

Certification number
not applicable

Declared Performance :

Essential Characteristic Unit Reference | Thickness range (mm )
>6-12
Release of formaldehyde class EN 13986:2004 |E1
Release (content) of pentachlorophenol (PCP) ppm EN 13986:2004 |<5
reaction to fire NDP
release of other components NDP
water vapour permeability p NDP
airborne sound insulation (density) NDP
sound absorption a NDP
thermal conductivity A NDP

The performance of the product identified is in conformity with the declared performance.
This declaration of performance is issued under the sole responsibility of the manufacturer
identified above.

Signed for and on behalf of the manufacturer by :
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