
 
 
 
 
 
              
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Open Spaces – Dubai 1319 

 

Construction Tufted - ¼” loop pile 

Backing Materials 
 

Primary (100% PP woven) Secondary (Ultra Light Bac)  

  
Pile Composition 100% pure new wool 

 Metric Imperial Tolerances 

Pile Height 6mm 0.24 inch +/- 10% 

Total Height 9 mm 0.35 inch +/- 10% 

Pile Weight 1500 g/m²   44.24 oz/yd² +/- 5% 

Total Weight 2160 g/m²  63.71 oz/yd² +/- 15% 

Tuft Density 32,000 per m²   +/- 7.5% 

PERFORMANCE SPECIFICATION 

Colour Fastness Light ISO 105-B02 
Minimum 4 (pastels) 
Minimum 5 (non pastels) 

 Water BS EN ISO 105-E01 Minimum 4 

 Rubbing BS EN ISO 105-X12 (BS 1006) Minimum 3-4 

Wear Index (Suitability) Heavy Wear  

Thermal Resistance (ISO 8302) 0.15m² k/w 1.5 tog 

Flammability 

Reaction to Fire (EN13501) Euro Class EN ISO 9239-1 
EN ISO 11925-2 

Cfl-s1 

VOC Emissions 

Eurofins  Indoor Air Comfort Gold 
Standard 

Compliant 

Specification Sheet 


